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UV 10™ Visible with Ultraviolet Black Light 
SPECIFICATIONS 
Item #: 

10162 Blue 10300 Replacement Tip 
    

• Style: Valve Ac vated 
• Tip Type: Reversible bullet/chisel 
• Barrel Material: Aluminum  
• Fill quan ty: 10ml 
• Marking Width: 5 mm (0.196") - 3 mm (0,118”) 
• Dimensions*: 5.38" L x 0.63" Ø (136 mm x 16 mm) *taken w/ marker capped 
• Marking Temp. Range: -50° to 150° Fahrenheit (-45° C to 65° C) 
• Dry Time: approx. 30 sec. 
• Quan ty/ Weight Per Box: 12ea./ 0.75 lb. (340g) 
• Quan ty/ Weight Per Case: 144ea./ 9 lb. (4.1kg) 
• Direc ons For Use: Press p un l wet. Replace cap a er use 
 

PRODUCT FEATURES 
• Marks are visible only under an ultraviolet black Light. 
• Allows for invisible marking of parts for the  protec on, quality control, and security. 
• Marks on metals, plas c, glass, and other non-porous surfaces. 
• Discreet marking of property, equipment, and parts. 
• Q.C. marking in assembly, rental, and construc on applica ons. 
• Marker fits in U-Holder™. 
• Made in USA. 
 

TYPICAL USES 
• Discreet marking of property, equipment, and parts. 
• Warranty, iden fica on, and security marking. 
 

SAFETY INFORMATION 
• Read SDS before using (available online at www.umarkers.com). 
• Keep out of reach of children. For professional use only.  

 

 


